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161233Z DEC 11
FM NAVSURFWARCENDIV PANAMA CITY FL
TO COMSUBPAC PEARL HARBOR HI
COMSUBLANT NORFOLK VA
COMNAVSURFLANT NORFOLK VA
COMNAVSURFPAC SAN DIEGO CA
COMNAVAIRLANT NORFOLK VA
COMNAVAIRPAC SAN DIEGO CA
CMC WASHINGTON DC
INFO DSCP PHILADELPHIA PA
COMNAVSEASYSCOM WASHINGTON DC
NATTC PENSACOLA FL
COMDT COGARD WASHINGTON DC
NAVSURFWARCEN SHIPSYSENGSTA 
PHILADELPHIA PA 
CNATRA CORPUS CHRISTI TX 
COMSC WASHINGTON DC 
SUPSHIP NEWPORT NEWS VA 
SUPSHIP BATH ME 
SUPSHIP GROTON CT 
SUPSHIP GULF COAST MS 
COMNAVSAFECEN NORFOLK VA 
AFLOATRAGRUWESTPAC YOKOSUKA JA 
AFLOATRAGRUMIDPAC PEARL HARBOR HI 
COMAFLOATRAGRUPAC SAN DIEGO 
COMAFLOATRAGRU MAYPORT FL 
COMAFLOATRAGRU NORFOLK VA 
COMAFLOATRAGRU ATLANTIC NORFOLK VA 
PRESINSURV VIRGINIA BEACH VA 
CNO WASHINGTON DC NAVSURFWARCENDIV 
PANAMA CITY FL BT UNCLAS 

SUBJ/NAVY SAFETY HARNESS AND LANYARD UPDATE// 

REF/A/MSGID:MSG/COMNAVSEAYSCOM WASHINGTON DC/291810ZSEP2006// REF/B/MSGID:MSG/COMNAVSEASYSCOM WASHINGTON DC/280905ZJUN2007// REF/C/MSGID:MSG/NAVSURFWARCENDIVPANAMA CITY FL/151155ZOCT2008// 

NARR/
REF A IS MSG FROM COMNAVSEASYSCOM WASHINGTON DC AUTHORIZING CROSSOVER SAFETY HARNESS AND DOUBLE LEGGED LANYARDS FOR SURFACE SHIPS 
REF B IS MSG FROM COMNAVSEASYSCOM WASHINGTON DC AUTHORIZING CROSSOVER SAFETY HARNESS FOR SUBMARINES 
REF C IS MSG FROM NAVSUSRFWARCENDIV PANAMA CITY FL PROVIDING UPDATE OF AUTHORIZED CROSSOVER SAFETY HARNESS AND LANYARDS// 

POC/MS BRANDI CHESTANG/NDIV/UNIT:NSWC PCD CODE E14/-/TEL:850-235-5477 /TEL:DSN 436-5477// POC/MR MARK CAMPBELL/CIV/ UNIT:NAVSEA 05P5/-/TEL:202-781-3619 /TEL:DSN 326-3619// 

GENTEXT/REMARKS:
	FOR SURFACE SHIP AND SUBS: REFS A THROUGH C AUTHORIZED SAFETY HARNESSES AND LANYARDS MADE BY MINE SAFETY APPLIANCES, DBI/SALA, AND FRENCH CREEK/TECHNICAL ASSOCIATES FOR USE ON SHIPS AND SUBMARINES.  
	PER FLEET REQUEST, BELOW IS AN UPDATED AUTHORIZED LIST OF SAFETY HARNESSES AND LANYARDS FOR USE ON TOPSIDE EVOLUTIONS ON SHIPS AND SUBMARINES:
   A. CROSSOVER STYLE SAFETY HARNESSES 
	(SURFACE SHIPS AND SUBMARINES): THESE HARNESSES SHALL BE REQUISITIONED FOR NEW ORDERS AND BY SHIPS IN NEW CONSTRUCTION. NOTED PART NUMBERS WERE DESIGNED TO MEET USN REQUIREMENTS IN COMMERCIAL ITEM DESCRIPTION FOR SAFETY HARNESSES AND SUBSTITUTES SHALL NOT BE MADE.
	1. NSN 4240-01-543-5503 (SIZE-SMALL): DBI/SALA PART NUMBER 110084 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER DNS950BD 	2. NSN 4240-01-543-5507 (SIZE-UNIVERSAL): DBI/SALA PART NUMBER 1100840 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER DNS950BDU 
	3. NSN 4240-01-543-5520 (SIZE- XLARGE): DBI/SALA PART NUMBER 1100842 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER DNS950BDXL 
	4. NSN 4240-01-545-7026 (SIZE XSMALL): MINE SAFETY APPLIANCE PART NUMBER 10067414 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER NS950BD 
	5. NSN 4240-01-544-3376 (SIZE-STANDARD): MINE SAFETY APPLIANCE PART NUMBER 10067411 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER NS950BDU 
	6. NSN 4240-01-544-3382 (SIZE X-LARGE): MINE SAFETY APPLIANCE PART NUMBER 10067415 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER NS950BDXL 
   B. PARACHUTE STYLE SAFETY HARNESS (SURFACE SHIPS AND SUBMARINES)- EXISTING SHIPBOARD HARNESS IS AUTHORIZED AS LONG AS IT IS IN SATISFACTORY CONDITION BASED ON MAINTENANCE INSPECTION PER MRC 3TRT. 

	RECOMMEND PARACHUTE STYLE HARNESSES BE PHASED OUT OF SERVICE BY DEC 2012.
	1.NSN 4240-00-241-0859:  MINE SAFETY APPLIANCE/ROSE PART NUMBER 502644
	2.NSN 4240-00-022-2522:  MINE SAFETY/ROSE PART NUMBER 502644 
   C. SAFETY LANYARDS (SURFACE SHIPS ONLY): THESE LANYARDS ARE A DOUBLE LEGGED WEBBING TYPE WITH A DYNABRAKE. THE LENGTH OF THE LANYARD SHALL BE NO GREATER THAN 6 FEET. THE DYNABRAKE SHALL BE COVERED BY A NYLON COVERING. PLASTIC COVERING OVER THE DYNABRAKE IS NOT AUTHORIZED. THESE LANYARDS SHALL BE REQUISITIONED FOR NEW ORDERS AND BY SHIPS IN NEW CONSTRUCTION.
	1. NSN 4240-01-543-5536: DBI/SALA PART NUMBER 1241206. DBI/SALA PART NUMBER 1221206 IS STILL AUTHORIZED BUT CANNOT BE REQUISITIONED.
	2. NSN 4240-01-544-3384: MINE SAFETY APPLIANCE PART NUMBERS 10119639 OR FRENCH CREEK/TECHNICAL ASSOCIATES PART NUMBER ZNS440AD.  MINE SAFETY APPLIANCE PART NUMBERS 10021671 AND 10095013 ARE STILL AUTHORIZED BUT CANNOT BE REQUISITIONED.
   D. SAFETY LANYARD (SURFACE SHIP AND SUBMARINES):  THIS LANYARD IS A SINGLE LEGGED ROPE TYPE WITH A DYNABRAKE. THE LENGTH OF THE LANYARD SHALL BE NO GREATER THAN 6 FEET.  THE DYNABRAKE SHALL BE COVERED BY A NYLON COVERING. PLASTIC COVERING OVER THE DYNABRAKE IS NOT AUTHORIZED 
	1. NSN 4240-00-022-2521:  MINE SAFETY APPLIANCE PART NUMBER 10119236. MINE SAFETY APPLIANCE PART NUMBER 501195 IS STILL AUTHORIZED BUT CANNOT BE REQUISITIONED.
   E. WORKING LANYARDS (SURFACE SHIPS AND SUBMARINES): THIS LANYARD IS A SINGLE LEGGED ROPE TYPE WITH NO DYNABRAKE. THE LENGTH OF THE LANYARD SHALL BE 6 FEET.
	1. NSN 4240-00-022-2518: ANY ROPE LANYARD THAT MEETS COMMERICAL STANDARD ANSI Z359.1 OR Z359.3 AND THE CRITERIA IN PARAGRAPH E IS ACCEPTABLE. KNOWN ACCEPTABLE WORKING LANYARDS ARE MINE SAFETY APPLIANCE PART NUMBER 505002 AND DBI/SALA PART NUMBER 1232354. WORKING LANYARDS MADE OF WEBBING ARE NOT ACCEPTABLE.
	2.  FURTHER INFORMATION ON FALL PROTECTION EQUIPMENT AND PROCEDURES CAN BE FOUND IN NAVAL SHIPS TECHNICAL MANUAL CHAPTER 077 AND ON THE WEB SITE WWW.DCFPNAVYMIL.ORG.  	
   SUBMARINES SHALL USE ALLOWANCE EQUIPAGE LISTS 2-330023055-57.  
   SURFACE SHIPS SHOULD USE ALLOWANCE EQUIPAGE LISTS 
2-330023058, 59, AND 62 F.  
	TYCOMS ARE REQUESTED TO REDIRECT TO ALL AFFECTED.//
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