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COMNAVSEASYSCOM WASHINGTON DC 281201Z DEC 10

UNCLASSIFIED// 
//N05090// 
MSGID/GENADMIN/NAVSEA// 
PASS TO OFFICE CODES: 
FM COMNAVSEASYSCOM WASHINGTON DC//PMS392T2// 
TO COMSUBLANT NORFOLK VA//N43/N4// 
COMSUBPAC PEARL HARBOR HI//N43/N4// 
INFO COMNAVSEASYSCOM WASHINGTON DC//04P/04RS/05Z3/PMS392T/07/08K// 
PEO SUB WASHINGTON DC//PMS450// 
NAVSURFWARCEN SHIPSYSENGSTA PHILADELPHIA PA//939/937/94/913// 
SUPSHIP GROTON CT//156/157/200// 
SUPSHIP NEWPORT NEWS VA//159/200// 
NAVSHIPYD NORFOLK VA//270// 
NAVSHIPYD AND IMF PEARL HARBOR HI//270// 
NAVSHIPYD AND IMF PUGET SOUND WA//270// 
NAVSHIPYD PORTSMOUTH NH//270// 
COMNAVSAFECEN NORFOLK VA//30// 
NAVICP MECHANICSBURG PA//83/85/87// 
NAVSEALOGCEN MECHANICSBURG PA//054/PDDREP// 
PRESINSURV VIRGINIA BEACH VA//00// 
COMNAVSEASYSCOM WASHINGTON DC//TIC// 
SUBJ/(SUBS)RECALL OF SPD AQB-A402, AQB-LF402, AND NQB-A402 SUBMARINE /CIRCUIT BREAKERS// 
REF/A/MSG/NSWCCD-SSES/041416ZJUN2004/NOTAL// 
AMPN/REF A PROVIDED DETAILS ON THE SPD AQB-A402, AQB-LF402, AND 
NQB-A402 CIRCUIT BREAKER RECALL.// 

E-mail SAFE-submarines@navy.mil for POC information.

1. SPD HAS DETERMINED THAT POSSIBLE OVERHEATING OF AQB-A402, AQB-LF402, AND NQB-A402 CIRCUIT BREAKERS MAY OCCUR DUE TO THE ABSENCE OF OR EXCESSIVE LOCTITE ON THE MOVING MAIN CONTACT ASSEMBLY, INTERFERENCE OF THE MOVING MAIN CONTACT ASSEMBLY WITH A MOLDED "RIB", OR IMPROPER SCREWS IN THE MOVING MAIN CONTACT ASSEMBLY. 
REF A IS A RECALL OF THESE CIRCUIT BREAKERS BY THE OEM BECAUSE OF THE OVERHEATING PROBLEMS. RECALLED CIRCUIT BREAKERS WERE MANUFACTURED PRIOR TO 1 FEB 2003 OR HAVE A SERIAL NUMBER LESS THAN 008210. CIRCUIT BREAKERS REPAIRED UNDER THE RECALL WERE STAMPED WITH AN "R" AFTER THE SERIAL NUMBER. 

2. CIRCUIT BREAKERS THAT WERE NOT REPAIRED UNDER THE ORIGINAL RECALL MAY STILL BE INSTALLED IN LOS ANGELES, OHIO AND SEAWOLF CLASS SUBMARINES BUT NOT ABOARD VIRGINIA CLASS SUBMARINES. THE CIRCUIT BREAKERS ARE FORM, FIT, AND FUNCTION REPLACEMENTS FOR THE OBSOLETE AQB-A400, AQB-LF400 AND NQB-A400 CIRCUIT BREAKERS AND MAY BE INSTALLED IN THE FOLLOWING LOCATIONS: SSBN/SSGN 726 CLASS - 5S, 6S, SWS 70KW RECTIFIER CONTROL UNITS. SSN 21 AND 22 - 1S, 2S, 1SA, 2SA, 5S, 6S. SSN 23 - 1S, 2S, 1SA, 2SA, 5S, 6S 5SC, 6SC AND THE SHUNT TRIP ENCLOSURE FOR MMP EXTERNAL POWER. 
SSN 688 CLASS - 1S, 2S, 5S, 6S. SSN-766, SSN-771, SSN-772, SSN-773 - 1S, 2S, 5S, 6S, 5SD, 6SD.
3. NAVSEA REQUESTS THAT TYCOMS DIRECT THE ABOVE UNITS TO INSPECT SWITCHBOARDS FOR AQB-A402, AQB-LF402 AND NQB-A402 CIRCUIT BREAKERS. IF FOUND, SHIPS FORCE SHOULD NOTE THE SERIAL NUMBER, SPD PART NUMBER (ETN), AND DATE OF MANUFACTURE. THE SERIAL NUMBER IS STAMPED IN BLACK ON THE FACE OF THE BREAKER AND ON THE SIDE OF THE CIRCUIT BREAKER BASE. THE NAMEPLATE ON THE FACE OF THE BREAKER SHOWS THE TYPE OF BREAKER, THE SPD PART NUMBER (ETN NUMBER), AND YEAR OF MANUFACTURE. FOR CIRCUIT BREAKERS WITHOUT MOTOR OPERATORS, THE NAMEPLATE AND SERIAL NUMBER WILL BE VISIBLE ONCE THE SWITCHBOARD FRONT COVER IS REMOVED OR OPENED. FOR CIRCUIT BREAKERS WITH MOTOR OPERATORS, REMOVE THE MOTOR OPERATOR TO SEE THE CIRCUIT BREAKER NAMEPLATE AND SERIAL NUMBER. 

4. SHIPS FORCE SHOULD COMPLETE THE INSPECTION DURING THEIR NEXT INPORT PERIOD. 
A. REPORT BREAKER TYPE, SERIAL NUMBER, SPD PART NUMBER (ETN) AND DATE OF MANUFACTURE TO ISIC. ISIC'S WILL REPORT COMPLETION OF INSPECTION AND CONDITIONS FOUND TO THE APPLICABLE TYCOM FOR SUBMITTAL TO PMS 392T. 
B. COORDINATE WITH THE ISIC TO REPLACE ANY CIRCUIT BREAKERS THAT HAVE NOT BEEN REPAIRED. 
C. IF THE BREAKERS CAN NOT BE REPLACED IMMEDIATELY, THE SHIP SHOULD COORDINATE WITH THE PMT TO CONDUCT THERMAL IMAGING OF AFFECTED CIRCUIT BREAKERS AS SOON AS PRACTICABLE. IF THE THERMAL IMAGING INDICATES HIGHER THAN NORMAL OPERATING TEMPERATURES, THE BREAKERS SHOULD BE PLACED ON LIMITED SERVICE UNTIL REPLACED. 
D. SUBMIT A QUALITY DEFICIENCY REPORT (QDR) WITH THE ORIGINAL REQN NUMBER. IF THE CIRCUIT BREAKER WAS NOT REQUISITIONED BY SHIPS FORCE, COORDINATE WITH INSTALLING ACTIVITY TO DETERMINE REQN NUMBER. IF CIRCUIT BREAKER WAS NOT OBTAINED THROUGH SUPPLY SYSTEM, THEN NO REQN NUMBER REQUIRED. THE FAILURE DESCRIPTION ON THE QDR SHOULD STATE THAT THE CIRCUIT BREAKER HAS BEEN RECALLED BY THE MANUFACTURER AND IS BEING RETURNED FOR FREE OEM INSPECTION. 

5. REQUEST TYCOMS READDRESS THIS MESSAGE TO ALL SUBMARINES. 

6. E-mail SAFE-submarines@navy.mil for POC information.

